VO

1

LVA — el

SPECIFICATION

Customer :

Customer’s Model No. :

Model No. : LV4 — ?él'%ﬁ%]ﬂ}ﬁ%ﬁ%j

Date :

Sample Serial No. :

Spec. Version & Revision Date: V01 2009.08.13

Received/Approved by




LV4 — i e V0 1

TABLE OF CONTENTS

A.r‘ﬁyﬁ ................................................................................................................................ 1

C. ﬁFu{ ;@ﬁ ettt r s neees 4

D BB 4
E. T iﬁ;ﬁ%ﬂ .................................................................................................................. 5
[ 5 ————— 6

G. f’ %f‘%ﬁ%ﬁﬁi ............................................................................................................. 6

L RS232 A 7
= U 7
T, TS W BRIEIEEE oot 9
K T B0 9

U141 R 10



MCR4 — (il st vor

A. fﬁj fr
LVA RL~ et ™ 20 AR ALY > [ AR SIVER I Rl S o A
o

2 IR R SRR BRI o AT (RS N R
ST S B R R R G o TS S TR “ﬂP@%ﬁj
W 0 T IR s AL VR R T O R O i R
Bt U Y B IR

S MR RARLG OPETISES  PH LA N R R
fh + TR ST A o] R

R [ Fﬁ%ﬁl OEM FEF'E » H = ]‘E;,[qﬂj f’I
® (fHIZE/] F'J s IEI%Q{{ G A H[r‘i' o

] F'J Zfi;[«*%p%iW = [—EEF" SR - ZEMEES
® B5b Tt "%@éﬁﬁ"ljﬁ’nﬁf’g FE IO ERAE A R R AR )

B. Pr -2l
ElEl
RS 31g (1.09 oz)
AT PC & Fiber Plastic
BroEE JAE ( or Compatible ) 10P Pitch 2.0
gﬂ@@%ﬁ M2 X 7 mm
A 47 mm X 41 mm X 21 mm



LVA — el

VO

1

PR

Unit : mm

1) RS232 Interface :
Unit : mm

2) Keyboard Interface :

Unit : mm
&
H—
#10 —
[1500,0£50.0]
ITI
REAHEM : HiniDING 2565 %S
PRk :
JAE 2.0 Minl DMNGM Minl DWEF %@, RN
1 4 4 g vCC
2 5 & KB CK
3 5 E  HOST CLK
5 1 % KB DATA
7 1 M  HOST DATA
8 3 3 % GND

3) USB Interface :
Unit : mm

9t Bz R

Unit : mm
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M2 screw could be screwed on the top or bottom side
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Light Source
Sensor
Processor Type
Operating Freq.
Scan Rate
Reading Distance
Width of Field
Print Contrast Ratio
Resolution
Reading Angle
Pitch Angle
Skew Tolerance
Ambient Light
Fluorescent lamp
Direct sun light

Pitch

5(+5)~70° (+5) Angle
|

0.5mm@ PCS 0.9:50mm10%

[Nk SV £ 5%
0.4 watts
80 mA Typical

Visible Red light 632nm LED
Linear CCD Sensor
8051 compatible
29.4912 MHz
90 scans/sec = 10%
70mm@20mil/0.5mm, PCS90%
55mm
PCS45%@4mil/0.1Tmm
4mil/0. 1mMm@PCS90%

Test Conditions:Code 39, 10mi/0.25mml, PCS90%
5°~70°(£5°)
5°~60°(£5°)

5000 Lux Max.
3000 Lux Max.

Skew

| 5(+5))~60" (+5)

Pitch

pcs0.9
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Trigger

PE

S0S

O ptical [ Analog
data

D igitizer

TRIGGER

RS232 Driver

RS232
INTERFACE

1L

CPU

Crystal

1L

Analog Switch

KB
INTERFACE

HOST
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= S 0 °C to 50 °C (32 °F to 122 °F)
fid o TE -20 °C to 70 °C (-4 °F to 158 °F)
% 20% to 95% (Non-condensing)

G. F RIEO R

Readable Default Enable
All UPC/EAN/JAN Vv V
EAN128 Code
Code 39
Code 39 Full ASCII
Code32 / Italian Pharmacy
Code 128
CODABAR/NW7
Interleave 25
Industrial 25
Matrix 25
MSI/PLESSEY
Telepen
Code 93
Code 11
China Postage
GS1 DataBar Omnidirectional
GS1 DataBar Limited
GS1 DataBar Expanded

\Y

<

LK <LK <K<K <K<K KKK KKK (KKK KKK KL
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H. RS232 Pftetr

(a)RS-232 2

Communication standard RS-232C

Communication speed
Data Format

start bit

data bits

Parity

stop bit

600,1200,2400,4800,9600, 19200 (bps)

1 bit, 2 bits

7 bits , 8 bits

None, Odd , Even , Space , Mark
1 bit, 2 bits
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(b) Keyboard Interface

MiniDIN 6 MALE

Pin No. Function
1 HOST DATA
3 GND
4 Vce(+5V)
5 HOST CLK

(c) USB Interface

USB A TypeMale
Pin No. Function
1 Vce
2 D-
3 D+
4 GND

Decoder Data Output Connector

| ) AR

MiniDIN 6 FEMALE
Pin No. Function
KB DATA
GND
Vce(+5V)
KB CLK

abhow-=
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J. Tt e
Life Time
Light Source 40,000 hours
Trigger Switch 300,000 times

MTBF(Calculated) 80,000 hours
Thermal Shock

High Temp. 60 °C (140 °F)
Low Temp. -20°C (-4 °F)
Cycle Time 30 minutes for high temp. , 30 minutes for low temp.
Cycles 24 cycles
Cable Test 25,000 times minimum (30 times/min @ 500g/90 °)
Mechanical Shock 2000G, 0.7ms, 3 axes
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7cm X 12cm X 23 cm
25cm X 35¢cm X 50 cm

6 Kg (Q'ty :20 pcs)

-20 °C to 60 °C (-4 °F to 140 °F)
20% to 95% (Non-condensing)
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